THA
ARCHITECTS,LLC

ARCHITECTURE s DESIGN # PLANNING #INTERIOR DESIGN

105 WILLOW BROOK AVENUE
STRATHAM, NEW HAMPSHIRE 03885

o~ | o
Slg Slg ar glg
19 219 == 13
M_M M_M " r |
Z
m w 1 w
Z Z =X Z
Al @ 5l @m =
I I 9 I
Ol ol r S
3| 3| g
3! p P
_ _
_ _
_
_
_
_

00 £ 0Q @

Tel: (603) 770-2491 Fax: (603) 773-0238
wvWwwwivwv  thaarc.corm

These drawings and specifications were prepared
for use at the location indicated. Publication and
use is expressly limited to the identified location.
Reuse or reproduction by any method, in whole
or in part, is prohibited without the written
permission of THA Architects, LLC.

© 2016 THA Architects, LLC.

N_. Westerly Elevation

1. HOLLOW METAL DOOR AND FRAME TO MATCH EXISTING IN SIZE
AND CONFIGURATION. REFER TO ALTERNATE ¥ FOR ADDITIONAL

NOTE®S: 5. ALL INTERIOR WOOD TRIM OF EXTERIOR STOREFRONT DOOR
ASSEMBLIES TO BE REFLACED. FURNISH AND INSTALL CLEAR
POPLAR TRIM AS REQUIRED TO PROVIDE A FINISHED PRODUCT. INFORMATION.
ALL INTERIOR MATERIALS TO RECEIVE ONE COAT PRIMER AND
ONE COAT FINISHED PAINT. COLOR TO BE SELECTED BY THE
COAT PRIMER AND ONE COAT OF FINISH. COLOR TO MATCH OUNER

ADJOINING BUILDING.

QWE. EXTERIOR PAINT TO BE 8CRAPED AND OR REMOVED
Y A LEAD CERTIFIED CONTRACTOR AS PER SPECIFICATIONS
PROVIDED BY THE OUNER. ALL MATERIAL TO RECIEVE ONE

Kittery Comm. Center

12. CONTRACTOR TO REVIEW EXISTING MASONRY AND REPOINT
BRICK JOINTS AS REQUIRED TYPICAL THROUGHOUT BUILDING..
NOTIFY THE ARCHITECT AND OUNER'S REPRESENTATIVE OF ANY
DAMAGED BRICK S0 THAT THE DAMAGED BRICK MAY BE
EVALUATEDREPLACE DAMAGED BRICK PER OUNERS

6. TEMPORARILY REMOVE GROUNDNG WIRE FROM LIGHTNING

2. EXISTING WINDOWS AND ASSOCIATED TRIM WORK TO BE
REMOVED AND DISPOSED OF PROPERLY OFF SITE PER STATE
AND | OCAL REGULATIONS. EXISTING WOOD TO BE REMOVED BY
A LEAD CERTIFIED CONTRACTOR AS PER OUNER'S
SPECIFICATION. INSTALL PER SPECIFICATIONS. APFLY SEALANT
BETWEEN DISSIMILAR MATERIALS AS SPECIFIED.

3. EXISTIING FLASHING AND STEFFLASHING (ADJOINING
BUILDING) TO BE REVIEWED AND FINDINGS TO BE PRESENTED
TO PROJECT ARCHITECT AND OUNER FOR REVIEU.

4. CUPOLA: ALL PAINT FROM TOP OF EXISTING ROOF FLASHING
TO METAL CAP TO BE SCRAPED BY LEAD CERTIFIED
CONTRACTOR AS SFECIFIED BY OUNER SUPPLIED
SPECIFICATIONS. ALL MATERIAL TO RECIEVE ONE COAT PRIMER
AND ONE COAT FINISH PAINT. COLOR TO MATCH ADJOINING
BUILDING.

ROD TO INSTALL NEW ROCF SHINGLE SYSTEM AND EAVE TRIM.
REINSTALL GROUNDING WIRE PER CODE.

1. REPLACE EXISTING DRIP EDGE MATERIALS IN KIND TO
MATCH ADJOINING BUILDING.

8. REPLACE ROOF SHINGLE SYSTEM IN ITS ENTIRETY. FURNISH
AND INSTALL NEW ROOF SHINGLE SYSTEM PER SPECIFICATIONS.

9. REMOVE EXISTING EXHAUST PIFE IF NOT REQUIRED. REFER TO

OWNER. INFILL OPENING WITH NEW %" PLYWOOD ROOF SHEATHING,
UNDERLAYMENT AND ROOF SHINGLES TO PROVIDE FOR A
WEATHER TIGHT ROOF SYSTEM.

2. REMOYE DOOR, HARDWARE AND FRAME ASSEMBLY AND
REPLACE IN KIND, PAINT

DIRECTION.

Capital
Improvements

Kittery Comm. Center
129 Rogers Road
Kittery, ME 03904
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